
1.01 DESCRIPTION
Simply Topcoat SC is an economical, aliphatic, single component, liquid applied, moisture cured, urethane topcoat for use on concrete 
and plywood decks. Simply Topcoat SC is 150 VOC. Please use the correct product grade that complies with VOC regulations as per 
federal, state, county and city regulations/codes at the place of installation of product.

1.02 FEATURES
• Excellent Weatherability
• Good Color Retention
• UV Stable

1.03 USES
• Concrete or Plywood Decks
• Most Metal, Wood, or Masonry Surfaces
• 
• Resealing Existing Urethane Surfaces

1.04 COLOR
Contact Simply Waterproofing for availability as this is not a stocked 
product.

Light grey, medium grey, dark grey, tan, dark tan, chocolate custom 
colors are also available. Minimum order required. Please contact 
Simply Waterproofing for details. See color chart for special provisions.

1.05 PACKAGING
1 gallon (3.78 liters) can
5 gallon (18.9 liters) pail

1.06 SURFACE PREPARATION
Refer to General and Safety Guidelines for complete information. Install 

approve for aesthetics, color, slip resistance, actual coverage rates and 
functionality before proceeding.

1.07 MIXING
Simply Topcoat SC

(Jiffy Mixer) at slow speeds or by hand for at least 5 minutes. Mix 
Simply Topcoat SC
color is attained. 

When using a color pack system, “boxing” from one mixed pail to 
the next is recommended.  Always save 1 gallon (1.89 liters) or more 
and mix into the next pail to prevent color variation.  Likewise, with 
pre-tinted top coats, mix the last gallon or two from the previous 
batch into the new batch number. Box the last gallon of the last used 
batch numbers with the new batch number to prevent hue or shading 
variation.

APPLICATION
2.01 APPLICATION BASICS

Simply Topcoat SC

results, airless sprayer or phenolic core roller may be used, but extra 
care should be taken not to cause air bubbles. Apply

Simply Topcoat SC

requirements, coverage rates tend to increase for subsequent coats of 
material. To obtain proper adhesion between coats it is imperative that 

Simply
Coverage rates and cure times will vary depending on temperature, 
relative humidity, surface roughness and porosity, aggregate selection 
and embedment, and application technique. Coverage rates provided 
are optimal and are not guaranteed. 

2.02 CURING

between coats, prime the surface with Primer EP3 before proceeding.

Simply Topcoat SC
Higher temperatures and/or high humidity will accelerate the cure 
time. Use caution in batch sizes and thickness of application. Low 
temperature and/or low humidity extend the cure time. To accelerate 
cure, topcoat accelerator may be used.

2.03  EQUIPMENT CLEANUP 
Equipment should be cleaned immediately after use with an 
environmentally-safe solvent, as permitted under local regulations. 

2.04 SHELF LIFE AND STORAGE
Simply Topcoat SC
manufacture in original, factory-sealed containers when stored indoors 

2.05 - LIMITATIONS
• Surfaces must be dry, clean and free of foreign matter.
• Simply Topcoat SC 

Top
Economical, lipha Topcoat  and Metal



• Simply Topcoat SC
• Containers that have been opened must be used as soon as

possible. 

• Do not dilute under any circumstance.

The following conditions must not be coated with Simply deck 
coating systems or products: 

1) On grade or below grade slabs, split slabs with buried membrane,
sandwich slabs with insulation, slabs over unvented metal pan,
suspended pool, swimming pool decks, or areas where hydrostatic
pressure is or may be present, without the use of primer.  Simply
Deck Coating products are not recommended over magnesite,
gypsum lightweight and where chained or studded tires may be used.

2)
surface or greater is required for concrete surfaces to be coated. 

3)
in 

compliance with the American Concrete Institute (except that hand

of loose particles, and shall be without ridges, projections, voids and
concrete droppings that would be mechanically detrimental to coating 

power-washed before coating application. 

4)
preparation may be completed by shotblasting, pressure washing
or the use of Simply

recommended.

WARNING: This product contains isocyanates and solvent.

Theoretical Coverage Rate:  1 gallon/100 sqft  (0.41 liters/sqm)

Exclusive of 

Shore A

Tear Resistance, Die C, ASTM 

Total Solids by Weight, 

Total Solids by Volume,

Volatile Organic Compounds 1.87 lbs/gal 

Theoretical Coverage Rate:   1 gallon/100 sqft  (0.41 liters/sqm)

Exclusive of 

Shore A

Tear Resistance, Die C, ASTM 

Total Solids by Weight, 

Total Solids by Volume,

Volatile Organic Compounds
(99 gm/liter)
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